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 Ceiling fan for Indoor location52"  





 9. Blade (5)
10. Blade arm(5)
11. Loose parts bag containing
A: Machine screw(2)
B: Wood screw (2)
C: Metal washer (2)
D: Lock washer (2)
E: Blade screw (15 + 1 spare)
F:Fiber washer(15 + 1 spare)
G: Blade arm screw(10 + 1 spare)
H:Safety bolt (1) 
 l: Nut (1) 
J: Balancing kit (1)  

Wall control (1) + Wall plate(1）+
3/4” Screws(2)+ 1/4" Screws (2)+ Wire nuts (4)

17W LED preassembled(1)





Blade arm 

Blade arm screw 

FIG. 8

Blade arm 

FIG. 9

Step 1. Attach the fan blade to the blade arm by using three blade screws and fiber washers. 
Tighten screws and fiber washers securely.(Fig.8)

Step 2. Fasten the blade arm to fan motor assembly by using the two blade arm screws. Tighten the 
screws securely. (Fig. 9 )

Step 3. Repeat this procedure with the remaining blade assemblies.(Fig. 9 )



17W LED 

Connection
plug

Switch box 

assembly

FIG. 11 

FIG. 10

Step 1. While holding the 17W LED assembly under your fan, firmly snap the wire connection plugs
together.(Fig.11)
Step 2. Attach the 17W LED assembly to the switch box by twisting tightly.

Step 1. Remove one screw from the mounting bracket 
and loosen the other screw approximately 1/4 turn.
Step 2. Carefully raise the canopy up to the mounting 
bracket, and ensure the loosened screw is inserted 
into the key hole on the canopy. Rotate the canopy
 clockwise. (Fig.10)
Step 3. Secure the canopy by replacing the screw 
previously removed and tightening the screw previously 
loosened.(Fig.10)
Step 4. Place the canopy cover on the canopy, and 
rotate the canopy cover clockwise until it locks into 
position.(Fig.10)



Proceed to make the wire conventions as follows:
Step 1. Set the knob of light on the wall control in the-position and set the knob of speed 
            on the wall control in the - position. (Fig.12)
Step 2. Make wire connections (Fig.12) and secure with wire nuts supplied.
·   Black wire from fan to black wire marked “To motor L” from speed control.
·   Black wire marked "AC in L" from speed control to black wire from the A/C supply 
    source.
·   White wire from fan to white wire from the A/C supply source.
·   Blue wire from fan to blue wire marked "for light" from light control through a red 
     wire which is shown in Fig.12, The red wire may be a different color depending on 
     your location if your unsure please consult with a qualify electrician.
·   Connect the fan ground wire (green) to the household ground wire.

If your outlet box has a ground wire (green or bare copper) connect the wall control's 
ground wire to it; otherwise connect the wall control's ground wire directly to one of 
the screws from the outlet box.

Electrical Connections

FIG. 12
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REMEMBER to shut the power off at the circuit breaker or fuse box. Follow the steps 
below to connect the fan to your house supply wires. Use the wire nuts supplied with 
your fan. Secure the wire nuts by wrapping the connection with electrical tape.

WARNING: HOOK UP IN "SERIES ONLY" DO NOT CONNECT THE HOT AND 
NEUTRAL WIRES OF ELECTRIC CIRCUIT TO THE WALL CONTROL - DAMAGE 
TO THE SWITCH AND POSSIBLE FIRE COULD OCCUR. 



Turn on the power and check the operation of your fan.
The fan 4-speed control is used to set the fan speed as follows 
(Fig.14):
      = Turns the fan off
1= High Speed
2= Medium High Speed
3= Medium Speed
4= Low Speed

The“       ” button will control the lights, brightness 
dimmer and off. Fig. 14

Installing the wall control

Operating your fan

FIG. 13
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Restore power to ceiling fan and test for proper operation.
Speed settings for warm or cool weather depend on factors 
such as the room size
Ceiling height, number of fans, etc.

Remember to shut the power off at the circuit breaker or fuse box.

Step 1. (Fig.13) Carefully tuck the wire connections inside the outlet box. Secure the wall
control with the two screws provided.

Step 2. Attach the wall plate over the wall control and secure with the two screws provided.

WSC4402W



FIG. 16

FIG. 15

FIG. 17
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Check the support connections, brackets, and blade attachments twice a year. Ensure they are secure.
Because of the fan's natural movement, some connections may become loose over time. lt is not 
necessary to remove the fan from the ceiling.
Clean your fan periodically. Use only a soft brush or lint-free cloth to avoid scratching the finish. 
The plating 
is sealed with a lacquer to minimize discoloration or tarnishing.
(Optional) Apply a light coat of furniture polish to the wood blades.
(Optional) Cover small scratches with a light application of shoe polish.
Do not use water when cleaning. Water could damage the motor, or the wood, or possibly cause an 
electrical shock.
Do not apply oil to your fan or motor. The motor has permanently-lubricated sealed ball bearings.

The reverse switch is located on the surface of the fan motor assembly 
This switch controls directions: forward (switch left) or reverse(switch right). 
NOTE: Wait for the fan to stop before reversing the direction of the blade rotation.
Warm weather - (Counterclockwise Direction) A downward air flow creates a cooling effect, This allows 
you to set your air conditioner on a higher setting without affecting your comfort. (Fig.16)
Cool weather - (Clockwise Direction) An upward air flow moves warm air off the ceiling. This allows you 
to set your heating unit on a lower setting without affecting your comfort. (Fig.17)
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Conjunto LED 17W
Control de pared (1) + panel de pared (1) +
 3 / 4 "tornillo (2) + 1 / 4" tornillo (2) + 
tuerca de alambre de acero (4)

  9. Hoja(5)
10. Soporte de hoja (5)
11. El bolso de accesorios incluye.
A: Tornillo de máquina (2)
B: Tornillo de madera (2)
C: Arandela de metálica (2)
D: Arandela de seguridad (2)
E: Tornillo de hoja (15 + 1 repuesto)
F: Arandela de plástico(15 + 1 repuesto)
G: Tornillo de soporte de hoja(10 + 1 repuesto)
H: Perno de seguridad (1)
  l: Tuerca(1)
 J: Conjunto de balanceo(1)
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Paso 1. Conecte la hoja del ventilador al  con tres tornillos de la hoja y una arandela de fibra óptica. 
Apriete firmemente los tornillos y las arandelas de fibra plástico. (Fig 8)
Paso 2. Fija el soporte de hoja al conjunot de motor de ventilidor con dos tornillos  del soporte de hoja.
Apriete firmente los tornillos(Fig.9)
Paso 3. Repita este paso para los componentes restantes de la hoja. (Fig.9) 

FIG. 8

Soporte de hoja

Soporte de hoja

Tornillo de 
soporte de hoja

FIG. 9
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FIG. 10

Paso 1. Sosteniendo la conjunto LED 17W bajo el ventilador, se encajan las clavijas de conexión de 
cables(Fig.11)
Paso 2. Coloque la conjunto LED 17W a la placa caja del interruptor, y lo gitando con fuerza.

Paso 1. Quite un tornillo del soporte de montaje y 
afioje el otro tormillo por 1/4 de vuelta más o menos.
Paso 2. Levante la tapa con mucho cuidado al soporte 
de montaje, y comprueba que el tornilo afiojado 
haya insertado en el agujero de la llave en la tapa. 
Gire la tapa en sentido horario. (Fig. 9)
Paso 3. Fije la tapa (C) por reemplazando el tornillo 
previamente quitado y apretando el tornilo 
previamente afiojado.(Fig.10)
Paso 4. Cologue la cubierta de tapa en la misma y 
gire la cubierta de tapa en el sentido de la aguja del 
reloj hasta que él bloquée en su posición.(Fia.10)

Enchufes de
conexión

Conjunto
LED 17W

caja del 
interruptor

FIG. 11 
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FIG. 12

LAS CONEXIONES ELECTRICAS

ADVERTENCIA: TENGA CUIDADO DE "SERIES ONLY" NO CONECTE EL CABLE
TÉRMICO Y NEUTRAL DEL CIRCUITO ELÉCTRICO CON EL CABLE DE CONTROL DE
PARED -OCURRIESE POSIBLEMENTE DAÑOS A LA UNIDAD Y EL FUEGO.

Proceda a hacer las conexiones de cables de la siquiente manera:
Paso 1. Ponga el botón de la luz en el control de pared en la posición-y ponga el botón de 
velocidad en el control de la pared en la posición 0. (Fig.12)
Paso 2. Haga las conexiones de los cables (Fig.12) y sujete los cables con las tuercas de
cable suministradas.
-Conecta el cable negro del ventilador al cable negro marcado 'Al motor L' desde el 
control de velocidad.
-Conecta cable negro marcado 'AC in L' desde el control de velocidad con el cable
negro de la fuente de suministro de A/C.
-Cable blanco del ventilador al cable blanco de la fuente alimenta-dora de A/C.
-Conecta el cable azul del ventilador al cable azul marcado 'para luz' desde el control 
de luz a través de un cable rojo que se muestra en la Fig. 4, el cable rojo puede ser de 
un color diferente dependiendo de su ubicación, si no está seguro, consulte con un  
electricista calificado.
-Conecte el cable de tierra del ventilador (verde) al cable de tierra del hogar.
Si dispone un cable de tierra en su caja de salida (verde o cobre desnudo), lo conecte 
con el cable de tierra del control de pared; de lo contrario, conecte el cable de tierra 
del control de pared directamente a uno de los tornillos de la caja de salida.
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FIG. 13

INSTALACIÓN DEL CONTROL DELAPARED
Recuerde que debe apagar la alimentación en el disyuntor o caja de fusibles

Paso 1.  (Fig.13 ) Inserta cuidadosamente las conexiones de los cables dentro de la caja de 
distribución. Fije el control de pared con los dos tornillos suministrados.

Paso 2.  Coloque la placa de pared sobre el control de pared y fijelo con los dos tornillos
suministrados.

Operacion de su ventilador

FIG. 14

WSC4402W

Restablesca al energia electrica al ventilador.
Los ajustes de velocidad para clima caliente o frio dependen de 
factores como el tamaño del cuarto, la altura del techo, cantidad de 
ventiladores, etc.
Encienda la alimentación y verifique el funcionamiento de su 
ventilador.
Se sirve el control de 4 velocidades del ventilador para confiqurar 
la velocidad del ventilador de la siquiente manera(Fig.14):
-= Apagado
1 = Alta
2 = Media alta
3 = Media
4 = Baja
El botón “      ” controlará las luces, atenuador de brillo y apagado.



8

15

16 

FIG. 15

FIG. 16 FIG. 17

El interruptor inverso se situa en la superficie de la conjunto de motor de ventilador.
Las direcciones de controles de interruptor: delantera (interruptor izquierda) 
o inversa (interruptor derecho).
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